
PARTITION ID PLAN SYMBOL M1 M2 M3 M4 M5
PARTITION THICKNESS 8-1/2" 8-1/2" 8-1/2" 8-1/2" 8-1/2"
FIRE RATING 1 HR 1 HR 2 HR 2 HR
FIRE TEST NO. (UL) U419/U412 U419/U412 U419/U412 U419/U412
ACOUSTICAL RATING (STC) 55 MIN 55 MIN 55 MIN 40 MIN 55 MIN
ACOUSTICAL TEST NO. SA-800421 SA-800421 USG-840817 USG-840817 SA-800421
SOUND ATTENUATION FIBER BATT THICKNESS 1-1/2" 1-1/2" 1-1/2" 1-1/2"
GWB THICKNESS EA SIDE (SEE REMARKS) (2) 5/8” (2) 5/8” (2) 5/8” (2) 5/8” (2) 5/8”GWB THICKNESS, EA SIDE (SEE REMARKS) (2) 5/8” (2) 5/8” (2) 5/8” (2) 5/8” (2) 5/8”
USE TYPE X FIRE RESISTANT GWB X X X X X
USE WATER RESISTANT GWB (1 OR 2 SIDES)*
USE IMPACT RESISTANT GWB (1 OR 2 SIDES)** 1 SIDE 1 SIDE
FIRESTOP SYSTEM OR SEALANT X X X X X
ACOUSTICAL SEALANT X X X X X
STUD SIZE 6" 6" 6" 6" 6"
STUD SPACING 16" OC 16" OC 16" OC 16" OC 16" OCSTUD SPACING 16  OC 16  OC 16  OC 16  OC 16  OC
PARTITION TO UNDERSIDE OF STRUCTURE X X X X X
PARTITION TO UNDERSIDE OF CEILING
REMARKS: PROVIDE PROVIDE PROVIDE

* IF MARKED FOR USE ON 1 SIDE, PROVIDE VAPOR IMPACT IMPACT
WATER RESISTANT GWB ON WET SIDE OF BARRIER, RESISTANT RESISTANT

PARTITION ONLY SEE NOTE GWB ON GWB ON
** IF MARKED FOR USE ON 1 SIDE, PROVIDE 6 ABOVE MECH RM MECH RM
IMPACT RESISTANT GWB ON CORRIDOR OR FOR M2 SIDE ONLY SIDE ONLYIMPACT RESISTANT GWB ON CORRIDOR OR FOR M2 SIDE ONLY SIDE ONLY
MECH/ELEC RM SIDE OF PARTITION ONLY PARTITION
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